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RIM 90.02

INV (SE)12" 86.52

INV (SW)12" 86.62

0.97%

MH-1,  RIM 90.91

(E) INV  IN 12"  86.97

INV IN 12" 86.97

INV IN 4" 87.58

INV OUT 15" 86.97

SUMP 84.97

1

1

MH-5,  RIM 91.55

INV  IN 24" 84.21

INV  OUT 24" 84.07

SUMP 82.07

14

1

DI-1,  RIM 90.46

(E) INV  IN 12" 86.23

INV  IN 15" 85.66

INV IN 4" 89.30

INV  OUT 18" 85.66

SUMP 83.66
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MH-2,  RIM 90.78

INV  IN 21" 84.94

INV  IN 18" 84.94

INV OUT 24" 84.94

SUMP 82.94
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CI-2,  RIM 91.34

INV IN 4" 89.40

INV  IN 24" 84.78

INV  OUT 24" 84.78

SUMP 82.78
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CI-3,  RIM 91.68

INV  IN 24" 84.48

INV IN 4" 86.15

INV  OUT 24" 84.48

SUMP 82.48
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IRRIGATION

SERVICE

P.O.C.

IRRIGATION

SERVICE

P.O.C.
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MH-3,  RIM 91.84

INV  IN 24" 84.84

INV  OUT 24" 84.84

SUMP 82.84
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13

CI-1,  RIM 90.08

(E) INV  IN 21" 85.48

INV  OUT 21" 85.08

SUMP 83.08
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10 13

DI-2,  RIM 90.77

INV  IN 12" 86.55

INV IN 12" 87.07

INV  OUT 15" 86.55

SUMP 84.55
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INV IN / OUT

12" 87.30
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RIM 88.10
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TYP.
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RIM 90.62

INV 4" 89.60

RIM 89.09

INV 4" 87.00

RIM 92.67

INV 4" 89.83

RIM 89.21

INV 4" 86.29

RIM 89.17

INV 4" 86.18

RIM 88.02

INV 4" 85.89

RIM 91.85

INV 4" 89.55

RIM 91.74

INV 4" 89.74

RIM 92.45

INV 4" 90.45

RIM 92.47

INV IN 4" 89.63

INV OUT 4" 86.46
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1.0%

24

RIM 90.34

INV 4" 88.34

TYP.
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REMOVE TEMPORARY

CAPS (TYP).

11

TYP.

28

INV 4" 88.33

INV 4" 88.18

INV 4" 86.30

INV 4" 86.19

INV 4" 87.19

INV 4" 87.21

INV 4" 87.31

INV 4" 86.64INV 4" 86.58

INV 4" 84.67

INV 4" 86.17

INV 4" 86.20

INV 4" 86.33

INV 4" 86.53

INV 4" 86.60

INV 4" 88.18

INV 4" 88.32

INV 4" 88.23

INV 4" 85.22

INV 4" 85.19

INV 4" 86.31

INV 4" 86.27

INV 4" 86.57

INV 4" 86.64

INV 4" 86.36
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INV 4" 86.18

INV 4" 84.75

INV 4" 87.06

INV 4" 86.19

INV 4" 86.32

INV 4" 88.36

WATER SERVICE
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RIM 93.58

INV 4" 87.97

INV 4" 90.76

5

9
.
0
0
'

1
.
5
0
'

17.00' 18.85' ±7.17'

713

0.97%

16

16

16

16

16

16

16

16

16

17

17

17

17

15

0
.
3
0
%

895 W. Ashlan Ave. Clovis, CA  93612

TEL:(559)346-0800 FAX:(559)346-0900

EFRAMPTON@FCE-ENG.COM
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STORM DRAIN MANHOLE W/SOLID COVER

DROP INLET

C 900

30

KEY NOTES

C 1000

7

CURB INLET

C 1000

9

4" PERFORATED FOUNDATION

DRAIN PIPE (FRENCH DRAIN)

NOTE:

1. CONTRACTOR IS RESPONSIBLE TO FIELD VERIFY

LOCATION OF ALL EXISTING UTILITIES WITHIN 

PROJECT LIMITS.

2. ALL UNDERGROUND UTILITIES SHALL BE 

INSPECTED BY THE DESIGN ENGINEER.

12" STORM DRAIN PIPE

MATCH EXISTING INVERTS

PIPE BEDDING

C 1100

10

1100

16

15" STORM DRAIN PIPE

18" STORM DRAIN PIPE

24" STORM DRAIN PIPE

AREA DRAIN

FLOOR DRAIN

C 1000

11

4" STORM DRAIN PIPE

REFERENCE  IRRIGATION PLANS

REFERENCE MECHANICAL PLANS FOR CONTINUATION

POINT CONNECTION TO EXISTING STORM DRAIN

STORM DRAIN MANHOLE W/SLOTTED COVER

21" STORM DRAIN PIPE

SAND / OIL INTERCEPTOR (REFERENCE

MECHANICAL PLANS FOR DETAILS)

SAMPLE STATION (REFERENCE MECHANICAL

PLANS FOR DETAILS)

UTILITY PLAN

SCALE: 1"=20'

C 900

30

4" IRRIGATION SERVICE PIPE (REFERENCE

IRRIGATION PLANS)

SUMP PUMP (REFERENCE MECHANICAL PLANS

FOR DETAILS)

REFERENCE ELECTRICAL PLANS

DUCT BELL  VALVE (FOR ONE WAY FLOW)

6" WATER MAIN

2" WATER WATER SERVICE (REFERENCE

MECHANICAL PLANS FOR CONTINUATION)

POSSIBLE UTILITY CONFLICT. PROVIDE CONCRETE

ENCASEMENT FOR WATER LINE. (CONTRACTOR TO

FIELD VERIFY UTILITY CONFLICT)

C 1100

19

8" FIRE SERVICE PIPE

POST INDICATOR VALVE

ROOF DRAIN POINT OF CONNECTION

FIRE SERVICE POINT OF CONNECTION

FIRE DEPARTMENT CONNECTION

C 1100

15

C 1100

22


